
 
 
 

-150V to +150V output 

DC to 5MHz bandwidth at 
50% of full output voltage 

2000V/� s slew rate 

±300mA Output current limit 

Stable with all capacitive 
loads, generates no overshoot 

Short-circuit protected 
output 

For MEMS devices, EO-
modulators, PZT (piezo) 
positioning, beam steering, 
ultrasonic systems, …  
 

 
 

     

The Falco Systems WMA-300 is a high voltage, high 
speed laboratory amplifier for demanding applications. Its 
wide bandwidth and large voltage range make it an 
excellent choice for use with MEMS devices, EO-
modulators, PZT (piezo) positioning systems, beam 
steering components, ultrasonics, and many more.  
The amplifiers’ full-power frequency response is 
essentially flat up to 2MHz. To ensure proper HF 
operation, the input has an impedance of 50 Ohms. It 
contains an extensive over-voltage protection for the daily 
use and abuse in the laboratory.  

 In other high-speed negative feedback amplifiers, instability 
under capacitive loading conditions is a common problem. 
This often results in unwanted overshoot voltages, and - in 
extreme cases - oscillations. In the WMA-300, this problem 
has been rigorously solved by a clever dual feedback 
system. No significant overshoot occurs at any capacitive 
load. 
Output overload or short-circuit conditions are also no 
problem, due to the extremely fast output current limiting 
circuit that has been employed. 
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                       Frequency response (300Vpp) 

 
 

100kHz full-power square wave output 
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Technical specifications 
 

Amplification: 50x, fixed 
Bandwidth:  DC – 5MHz  bandwidth at 50% of 
full output voltage 
Slew rate:  2000V/µs typical 
Output voltage:  -150V to +150V 
Current: 300mA typical with limiter 
Delay time:  140ns input to output 
Noise and offset:  12mV rms noise over the full 
bandwidth typical, 100mV offset typical 
Input impedance:  50�  
Output impedance:  50�  
Stability:  stable with all capacitive and resistive 
loads, generates no overshoot 
Power:  230V 50Hz AC, 120W 
Mains fuse:  2x 0.63A 230V slow blow 
Class 1 safety product:  requires mains power 
supply connector with earth  
Do not use:  non-sinusoidal mains power 
generators, indoor use only 
Operating temperature: 15 – 30°C  
Storage temperature:  0 – 60°C  
Relative humidity:  30 – 70% non-condensing 
Dimensions:  280 x 280 x 160 mm 
Weight: 6,8kg 
Warranty:  1 year 
Country of origin:  The Netherlands 
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Email: info@falco-systems.com 

http://www.falco-systems.com 

  

 
 

Full-power 1MHz square wave 
 

  
 

300Vpp sine and triangle waves 
 

  
 

300Vpp step up in 125ns 
 

300Vpp step down in 121ns 
 

 

 

 
 

0V to 150V in 123ns 
 

0V to 150V in 123ns 
 

More amplifier characteristics can be found in the WMA-300 
user manual, online at www.falco-systems.com. 
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